Remote controlled crawling lawn mowerlntroduction to
the latest remote controlled crawling lawn mower:

1. Wide range of use, stable transmission, labor-saving
operation, and easily -available automated control.

2. Remote controlled crawling lawn mower is widely
applicable for lawn mowing and orchard weeding and
places such as embankments, wasteland, and gardens.
3. Qil-electric hybrid system with high endurance.

4. U-turn available within a small space, flexible and
adaptable, especially for narrow places.

5. Equipped with wireless remote control for mare
convenient operation.

Parameters

_Mainparameters

BONEE i 7.". .5."_5.']9.'.5 GROMET..
Overalldimensions 100°90°55 em
_Stubble height 2-15em.

 Maximum d d\stanceforremotecontrol :mﬂmeters
Mowingwidth  5%BDem

Precautions:

Before starting operation, it is necessary to check the
machine's condition to ensure that oil has been added to
the machine, and the blade has been raised to the highest
position to avoid hitting stones and other hard objects
during blade operation. Before starting, make sure to add
92 gasoline. When starting, adjust the throttle damperto
the maximum and adjust the size of the throttle damper
when starting. [f there is severe shaking orabnormal
sound during operation, the machine should be turned off
to check ifthe bottom blade is damaged. The air filter
should be cleaned regularly and the oil should be
replaced regularly to avoid poor condition of the machine.

Remote control

1: Power switch 3
2 Forward/backward

3. Cutter head liting and lowering 2
4; Speed control i
5: Constant speed cruise 1—
B: Left and right steering




